p/n: 00GSE-1022-00
Transfiller Adapter, CGA-540N (HTK) to DIN-477-9S

Date:
Cleaned for Oxygen Service per MH ESR-008D

GENERAL SPECIFICATIONS

Material: UNS C36000 (CDA-360) Brass
Weight: 11.7 oz [332 g]
Operating Pressure: 3000 PSI
Temp Range: -50°F to +130°F [-45°C to +55°C]
Clean: For Oxygen Service

Item #6 O-Ring Replacement p/n: 09001-0011-90

DIN-477-9S G 3/4-14 BSPP (1.037)-14 [26.4mm]

Angles ± 3°
Fractions ± 1/64

GENERAL SPECIFICATIONS

Material: UNS C36000 (CDA-360) Brass
Weight: 11.7 oz [332 g]
Operating Pressure: 3000 PSI
Temp Range: -50°F to +130°F [-45°C to +55°C]
Clean: For Oxygen Service

Item #6 O-Ring Replacement p/n: 09001-0011-90

DIN-477-9S G 3/4-14 BSPP (1.037)-14 [26.4mm]

Angles ± 3°
Fractions ± 1/64

GENERAL SPECIFICATIONS

Material: UNS C36000 (CDA-360) Brass
Weight: 11.7 oz [332 g]
Operating Pressure: 3000 PSI
Temp Range: -50°F to +130°F [-45°C to +55°C]
Clean: For Oxygen Service

Item #6 O-Ring Replacement p/n: 09001-0011-90

DIN-477-9S G 3/4-14 BSPP (1.037)-14 [26.4mm]

Angles ± 3°
Fractions ± 1/64

GENERAL SPECIFICATIONS

Material: UNS C36000 (CDA-360) Brass
Weight: 11.7 oz [332 g]
Operating Pressure: 3000 PSI
Temp Range: -50°F to +130°F [-45°C to +55°C]
Clean: For Oxygen Service

Item #6 O-Ring Replacement p/n: 09001-0011-90

DIN-477-9S G 3/4-14 BSPP (1.037)-14 [26.4mm]

Angles ± 3°
Fractions ± 1/64

GENERAL SPECIFICATIONS

Material: UNS C36000 (CDA-360) Brass
Weight: 11.7 oz [332 g]
Operating Pressure: 3000 PSI
Temp Range: -50°F to +130°F [-45°C to +55°C]
Clean: For Oxygen Service

Item #6 O-Ring Replacement p/n: 09001-0011-90

DIN-477-9S G 3/4-14 BSPP (1.037)-14 [26.4mm]

Angles ± 3°
Fractions ± 1/64

GENERAL SPECIFICATIONS

Material: UNS C36000 (CDA-360) Brass
Weight: 11.7 oz [332 g]
Operating Pressure: 3000 PSI
Temp Range: -50°F to +130°F [-45°C to +55°C]
Clean: For Oxygen Service

Item #6 O-Ring Replacement p/n: 09001-0011-90

DIN-477-9S G 3/4-14 BSPP (1.037)-14 [26.4mm]

Angles ± 3°
Fractions ± 1/64

GENERAL SPECIFICATIONS

Material: UNS C36000 (CDA-360) Brass
Weight: 11.7 oz [332 g]
Operating Pressure: 3000 PSI
Temp Range: -50°F to +130°F [-45°C to +55°C]
Clean: For Oxygen Service

Item #6 O-Ring Replacement p/n: 09001-0011-90

DIN-477-9S G 3/4-14 BSPP (1.037)-14 [26.4mm]

Angles ± 3°
Fractions ± 1/64