ASSY DETAIL FOR
PRODUCT ITEM 00GSE-1038-00
INSERT # 5IGSE-1038-00

GENERAL SPECIFICATIONS
MATERIAL: CDA BRASS B124/CA377 PER SAE J514, J530
PRESSURE RATING: 3000 PSIG.
SAFETY FACTOR: 2:1
WEIGHT: 1.7 oz. (48 g)
CLEAN: PER AIR 1176A SEC. 5 (CGA G-4.1)
MFG. / VEN. CODE: MH

MATERIAL:
CDA BRASS B124/CA377 PER SAE J514, J530
PRESSURE RATING:
3000 PSIG.
SAFETY FACTOR:
2:1
WEIGHT:
1.7 oz. (48 g)
CLEAN:
PER AIR 1176A SEC. 5 (CGA G-4.1)
MFG. / VEN. CODE:
MH

ASSY, DETAIL FOR
PRODUCT ITEM 00GSE-1038-00
INSERT # 5IGSE-1038-00

NOTES

REV
MD-DA-YR
NEO / ECO
NAME
NOTES
A
06-06-01
PLM
PLM
INITIAL RELEASE
B
10-10-2013
HBS / PLM
HBS / PLM
CHANGED NUT TYPE FROM -000 TO -001 & UPDATED FORMAT

C

D