
PILOT STATION MUST BE FREE-FLOW TYPE OUTLET
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BULKHEAD STYLE O2 OUTLET KIT (WITH CHECK-VALVE)

BULKHEAD STYLE O2 OUTLET KIT (NO CHECK-VALVE)

6X6X6 MM O.D. POLYURETHANE TUBING T-UNION

A34-2IP OXYGEN REGULATOR UNIT

6MM O.D. POLYURETHANE TUBING COIL KIT

1/8" O.D. POLYURETHANE TUBING COIL KIT (B, YELLOW)

1/8" O.D. POLYURETHANE TUBING COIL KIT (A, ORANGE)

PCR / IPR CONTROL SWITCH KIT WITH FITTINGS

MH-300 GAUGE W/BEZEL KIT, 1/8" COMP FITTING

1/8" O.D. COPPER TUBING COIL KIT

PART DESCRIPTION

SAE-4-M TO 1/8" OD COMPRESSION TUBE FITTING

PCR (PNEUMATICALLY CONTROLLED REGULATOR KIT)

CYLINDER HOLD-DOWN KIT FOR LINE ITEM 01

CYLINDER WITH CGA-540 LP VALVE & GAUGE
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CORERECTED THREAD DETAIL & ADDED PILOT PORT NOTE
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